ProDesk-4 SERIES CONSOLES

A p B Product Size and Weights

DynaSonics, Inc.

ProDesk-416 (with single Power Supply)

16Mono Mic/Line Input Channels - 4 Stereo/Split Track Line Input Channels
(with Single Power Supply - 2nd supply NOT AVAILABLE)

Weight - 63 Lbs - 29 kg

Console Height - 8.9” - 226 mm Console Depth - 23.5” - 597 mm Console Width

ProDesk-424 (with single Power Supply)

24Mono Mic/Line Input Channels - 4 Stereo/Split Track Line Input Channels
(with Single Power Supply - 2nd supply optional)

Weight - 77 Lbs - 35 kg
Console Height - 8.9” - 226 mm Console Depth - 23.5” - 597 mm Console Width

ProDesk-432 (with single Power Supply)

32 Mono Mic/Line Input Channels - 4 Stereo/Split Track Line Input Channels
(with Single Power Supply - 2nd supply optional)

Weight - 105 Lbs - 48 kg
Console Height - 9.0” - 229 mm Console Depth - 27.25” - 693 mm Console Width - 52.57” - 1336 mm

ProDesk-440 (with single Power Supply

40 Mono Mic/Line Input Channels - 4 Stereo/Split Traca Line Input Channels
(with single Power Supply - 2nd supply optional)

Weight - 120 Lbs - 55 kg
Console Height - 9.0” - 229 mm Console Depth - 27.25” - 693 mm Console Width - 60.67” - 1542 mm

ProDesk-448 (with single Power Supply)

48 Mono Mic/Line Input Channels - 4 Stereo/Split Track Line Input Channels
(with single Power Supply - 2nd supply optional)

Weight - 145 Lbs - 66 kg
Console Height - 9.0” - 229mm Console Depth - 23.5” - 693 mm Console Width - 68.77” - 1722 mm

2nd Power Supply

(2nd Plug in-supply available for all ProDesk-4 models except ProDesk-416. Note: This is the same power supply used with the Spectra
and ProDesk-8 Consoles) Normally Shipped installed in Console.

Weight - 6 Lbs - 2.8 kg

Sizes and Weights are Approximate.
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